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㈜리얼타임웨이브 
 
 
㈜리얼타임웨이브는 VxWorks 실시간 운영체제 기반 임베디드 응용시스템
분야에 탁월한 기술역량과 많은 경험을 가진 개발자를 주축으로 2002년 설
립된 전문 업체이며, 방위산업관련 GPS/IMU 시뮬레이터, Anti-Jamming 
Testing System, 지상통합시험장비등 다양한 COTS 제품 군을 판매하고 
있습니다. 
 
㈜리얼타임웨이브는 임베디드 프로세서 기반기술(CPU, DSP, etc.), 데이
터 버스 응용기술(MIL-STD-1553B, ARINC429, Fibre Channel, RS-
422/485, CAN Bus, Fiber Channel, AFDX, Field Bus, FDDI), 적외선 
영상 신호처리, 비행시험계측자료처리, 리얼타임OS 응용 시스템 개발기술, 
항공/해양/지상  국방 분야 탑재 시스템에 대한 통합점검장비개발 등의 전
문기술을 가지고 있습니다.  
 
㈜리얼타임웨이브가 2009년에 출시한 순수 국산기술로 만든 RTNgine™
제품은 항공/해양/지상 국방분야의 실시간 시뮬레이션 및 테스트를 위한 통
합점검장비의 하드리얼타임 개발 플랫폼으로 항공기시뮬레이터, 항공전자 
테스트 시스템, 미사일 유도조종컴퓨터 테스트 시스템, 무인기 비행제어컴
퓨터 엔지니어링 테스트 스테이션, 다양한 HILS 시스템 등에 적용되어 그 
성능과 신뢰성이 확인되었습니다.  
 

감사합니다. 

 
 

ⓒ 2009~2011 Realtimewave. All rights reserved. 
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주요 기능 
• VxWorks기반의 실시간 성능 보장 

• 고성능 VME PowerPC 1.3Gz SBC 사용 

• VME 기반의 Multi-Processor 지원 

• 리얼 디바이스와 대응 모델간의 용이한 Switching 기능 

• 손쉬운 GST변수들에 대한   I/O port Mapping 기능  

• Frame Scheduler 기능 제공 

• 넓은 범위의 통합된 Device Drivers 지원 

• GNU C/C++ compiler , Fortran compiler 

• MatLab/Simulink 실행 지원 

• NI LabView/LabWindow 지원 

• RTNgineSTE 통합시험환경 기능  

 - ICD (GST)  Import  

 - Device Configuration 

 - Data Monitor/Recorder /Replay  

 - Data Plotter 

 - Data Viewer 

 - System Logging 

 - Test management Tool 

 - RemoteDLL API  

 - Scheduler Monitor 

 

 

 

입출력 인터페이스 종류 
• MIL-STD-1553B 

• ARINC429 

• Analog 

• Digital 

• Synchro/Resolver 

• Timer/Counter 

• Serial(RS232/RS422/RS485/SDLC) 

• CAN 

• PWM 

• IRIG-B 

• Ethernet 

• Realtime Interface(SCRAMNet/RFM) 

어플리케이션 
• Hardware-in-the-loop Simulation 

• Flight Simulation 

• Automotive Simulation and Testing 

• Mission Avionics Test Systems 

• UAV FCC Engineering Test Station 

• Missile Guidance Computer Test Systems 

• Data Acquisition Systems 

• Rapid Prototyping 

RTNgine은 항공기, 무인기, 유도탄 등의 비행체, 함정, 지상무기등의 제어장치를 실제 환경과 유사하게 시험하기 위한 통합 플랫폼 장

치이며,. 실험실에서 동력학 시뮬레이션 모델들의 실시간 실행과 실시간 입출력 신호 처리 수행 환경을 제공합니다. RTNgine  하드웨

어는 시험 대상 시스템에 따라 모듈 단위로 구성하게 되고, RTNgine 소프트웨어 패키지는 RTNgineSTE, RTNgineCore, RTNgineDrv, 

RTNgineUM 의 4가지 부분으로 되어 있으며, RTNgine 하드웨어 상에서 수행됩니다.  RTNgine은 VxWorks 실시간 운영체제상에서 동

작하며 실시간 성능을 보장합니다.  

RTNgine 소프트웨어 패키지 구성요소 중에서 RTNgineSTE는 

Windows 기반의 Host 컴퓨터에서 실행되는 소프트웨어로서 사

용자 인터페이스 환경에서 실시간 시뮬레이션의 컨트롤과 시뮬

레이션 변수(GST), 입출력 디바이스들에 대한 구성을 정의하고, ,

시뮬레이션 실행 중에 변수값들의 모니터링/저장/분석을 위한 

다양한 도구들을 제공합니다. 

Just Define GST and focus on Applications, RTNgine will do all for you! 

RTNgine™ 시스템 
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RTNgine Basic system 구성 :  
Host Computer + RTNgine Hardware + UUT 



  RTNgine™ :  Real-Time eNgine for Simulation and Testing 

  RTNgineSTE   :  RTNgine™ Simulation and Testing Development Environment 

  RTNgineCore :  Distributed Real-Time Core Software on Target (VxWorks) 

  RTNgineDrv  :  Device Drivers for all IO cards, BSP, Firmware on RTNgine™ 

  RTNgineUM   :  RTNgine Software for Universal Mapping between GST and IOT 

  GST             :  Global Simulation Table 

  IOT             :  Input Output Table 

  RTBench   :  SBC, I/O Boards, Host PC, Cable & Connectors, Rack, etc. 

 RTNgine은 실시갂 고속 데이터 통싞 읶터페이스로 SCRAMNet과 RFM을 사용하고, 

VxWorks 실시갂 운영체제상에서 구동하는 VME CPU 보드와 MIL-STD-1553B, 

Arinc429, Digital / Analog, Serial (RS232 / RS422 / RS485 / SDLC) 등 을 포함하는 

통합된 입출력 읶터페이스를 지원합니다.  

RTNgine™ 시스템 

 GST (Global Simulation Table) 

- 사용자가 개발중에 정의하는 젂역 변수 . 

- 어플리케이션 별로 생성하여 사용 

- GST Editor, Importer를 사용하여 생성가능. 

- 모델들에 대한 송수싞 데이터 GST 로 맵핑 기능. 

- C/C++ 소스 코드내에서 참조 할 수 있음. 

- RTNgine 툴에서 사용. 

 IOT (Input Output Table) 

- 사용자에게 제공하는 기 정의된 IO 테이블. 

- 입출력 디바이스 구성에 따라 정의됨. 

- RTNgine 시스템 구성시 리얼타임웨이브가 생성하여 제공함. 

- 입출력 읶터페이스 카드들을 통하여 입출력 채널에 송수싞 

  데이터가 맾핑됨. 
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Just Define GST and focus on Applications, RTNgine will do all for you! 
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RTNgine 제품 하드웨어 구성  

Configuration 
- 1 x VME Powerpc @1.3GHz 
- MIL-STD-1553B 
- ARINC 429 
- RS-232, 422, 485           
- 10/100/1000 MB Ethernet 
- Digital and Analog I/O 
 

Small  System  

Medium System  

Large System  

Configuration 
- 3 x VME Powerpc @1.3GHz 
- MIL-STD-1553B 
- ARINC 429 
- RS-232, 422, 485           
- 10/100/1000 MB Ethernet 
- Digital and Analog I/O 
- Realtime Interface (RFM, SCRAMNet) 
- Timer / Counter 
 

Configuration 
- 2 x VME Crates 
- 2 x VME Powerpc @1.3GHz / VME  
Crate 
- MIL-STD-1553B 
- ARINC 429 
- RS-232, 422, 485           
- 10/100/1000 MB Ethernet 
- Digital and Analog I/O 
- Realtime Interface (RFM, SCRAMNet) 
- Timer/Counter 
- RVDT/LVDT  
- Synchro/Resolver 
- IRIG-B 

 
Applications 
- Full Flight Simulator 
- Avionics Test Bench 
- FCC Ground Test  Station 
 

Features  
- LRU Interface Unit 
- Controller Interface Unit 
 
Applications 
- LRU Test Systems 
- ECU Test Systems 
- Portable Test Systems 
- Rapid Prototyping 

Features  
- Multi-processor Realtime System 
- Connection Box 
- Signal Conditioning Unit 
 

Applications 
- Cockpit Procedure Simulator 
- Missile / Satellite Test Equipment 
- Hardware In The Loop Simulation 
- Guidance Computer Test Equipment  
 

Features  
- Distributed Realtime Systems 
- Signal Conditioning Unit 
- Input Output Wiring  
    Connecting Box 
- UUT Interface Box 
- Test Point Panel 
- Fault Insertion & Break Out 
- DMM & Switching Module 
- Discrete Display Panel 

∙ Increased scalability ! 
∙ Expanded flexibility ! 
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RTNgine 시스템 Package 
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Hardware 

Just Define GST and focus on Applications, RTNgine will do all for you! 
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PART NO. ITEM ITEM DESCRIPTION 

RTNgine-SYS600 19" SYSTEM CABINET 
Rack, 19", 38 EIA, 600x1000 mm² incl. Mounting rails, cable ducts, closed shielded Back 
door, Transparent shielded glass Front door, Power outlets, Drawer, etc. 

RTNgine-SYS800 19" SYSTEM CABINET  
Rack, 19", 38 EIA, 800x1000 mm² incl. Mounting rails, cable ducts, closed shielded Back 
door, Transparent shielded glass Front door, Power outlets, Drawer, etc. 

RTNgine-PSU-PMS 
Power Management 
Switch 

LXI Remote AC Power Management Switch, support up to 8 instruments. Settable Timing 
Interval and Sequence. Provides Emergency Stop Facility.  
Main Input power cable and filter.  

RTNgine-PSU-28V2A PSU Power supply, 3U  28 V/2 A  

RTNgine-PSU-15V08A PSU Power supply, 3U  15 V/0.8 A  

RTNgine-PSU-28V13A PSU Power supply, 3U  28 V/13 A  

RTNgine-PUS-5V10A PSU Power supply, 3U  5 V/10 A  

RTNgine-ETHSW-12 Ethernet Switch 12 port Gigabit Ethernet Switch 

RTNgine-ETHSW-24 Ethernet Switch 24 port Gigabit Ethernet Switch 

RTNgine-DMM-10A Digital Multi-meter 
Digital Multi-meter, 6.5 digits, LAN (LXI Class C), USB & GPIB interface.  
10,000 readings/sec @ 5 1/2 digits to the PC, 1,000 readings/sec @ 6 1/2 digits to the PC.  

RTNgine-SYSVME-021 19" VME System Rack 
VME-64 Crate, 19”, 7 EIA, 21-slots, with P0 Connector, 
100-230VAC, EDC,  650W, power on current limiter 10 A 
3 temperature controlled cooling fans 

RTNgine-PCORE Single Board Computer CPU MPC7457 1.3Ghz 512 MB , 2 X 1Gbit Ethernet.  

RTNgine-PBSP BSP PPC Board Support Package, CPU 

RTNgine-PVXPL VxWorks PL VXWorks Runtime, Licensed by Wind River 

RTNgine-CR-PMCP VME to PMC Carrier PMCSPAN primary Expansion  

RTNgine-CR-PMCS VME to PMC Carrier PMCSPAN secondary Expansion  

RTNgine-CR-IP4 VME to IP Carrier 
6U/4TE VME bus carrier for 4 Industry Pack; A16/A24/A32, D08/16; 16 position rotary 
switches for configuration; Interrupt routing by software or by rotary switch for predefined 
sets; Self healing fuses and RF-filters on power lines of each  Industry Pack slot 

RTNgine-PMC-ETH4 Network Interface Ethernet Controller 1Gbit  / 4 Port 

RTNgine-VME1553-1SF MIL-STD-1553 Interface VME MIL-STD-1553, 1 channel, dual redundant, Single Function, BC, 31 RT or BM.  

RTNgine-VME1553-2SF MIL-STD-1553 Interface VME MIL-STD-1553, 2 channel, dual redundant, Single Function, BC, 31 RT or BM.  

RTNgine-VME1553-1MF MIL-STD-1553 Interface 
VME MIL-STD-1553, 1 channel, dual redundant,  multi-function,  Simultaneous BC, 31 RT, 
and BM.  

RTNgine-VME1553-2MF MIL-STD-1553 Interface 
VME MIL-STD-1553, 2 channel, dual redundant,  multi-function,  Simultaneous BC, 31 RT, 
and BM.  

RTNgine-VME1553-4MF MIL-STD-1553 Interface 
VME MIL-STD-1553, 4 channel, dual redundant,  multi-function,  Simultaneous BC, 31 RT, 
and BM.  

RTNgine-PMC1553-1SF MIL-STD-1553 Interface MIL-STD-1553  1ch dual redundant, Single-function, fixed voltage PMC interface 

RTNgine-PMC1553-2SF MIL-STD-1553 Interface MIL-STD-1553  2ch dual redundant, Single-function, fixed voltage PMC interface 

RTNgine-PMC1553-1MF MIL-STD-1553 Interface MIL-STD-1553  1ch dual redundant, Multi-function, fixed voltage PMC interface 

RTNgine-PMC1553-2MF MIL-STD-1553 Interface MIL-STD-1553  2ch dual redundant, Multi-function, fixed voltage PMC interface 

RTNgine-EBR1553-SF MIL-STD-EBR1553  
12 Line, 10Mbps, half duplex RS485, single-function, non-simultaneous RT/BM/BC, non-
dual-redundant, point-to-point, PMC interface. Includes Realtimewave S/W driver license 

RTNgine-PMCCAN2 CAN Interface   2ch PMC interface Card 

RTNgine-VMECAN4 CAN Interface   4ch VME CAN interface Card 

RTNgine-PMCARC-88 ARINC429 Interface ARINC429 PMC module A429PMC 8TX-8RX 

RTNgine-PMCARC-1616 ARINC429 Interface ARINC429 PMC module A429PMC 16TX-16RX 

RTNgine-VMEAIC-32 Analog Input 
VME Analog input, 64 differential or 32 SE input. Selectable A/D ranges  of 0 to +10V, 
±5V, and ±10V.  

RTNgine-IPAIC-20 Analog Input 20 differential or 40 single ended analog input card, 12bit resolution, -10~+10V range.  

RTNgine-VMEAOC-32 Analog Output VME Analog output, 32 analog output, 12bit,  

RTNgine-IPAOC-16 Analog Output 16 single ended Analog output, 12bit resolution, -10~+10V range.  

RTNgine-IPAOC-8 Analog Output 8 single ended Analog output, 12bit resolution, -10~+10V range.  



RTNgine System Package 
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REALTIMEWAVE 

Hardware 

Software 

PART NO. ITEM ITEM DESCRIPTION 

RTNgine-STD-SWP 
RTNgine Software Basic 

Package 

RTNgine License 
 - RTNgineSTE 
 - RTNgineCore 
 - RTNgineDrv 
 - RTNgineSM 

RTNgine-AVI-SWP 
RTNgine Software 
Optional  Package 

RTNgine Avionics Package 
 - RTNgineUM for Avionics IO(MIL-STD-1553B, Arinc429, and RS422/RS232) 

RTNgine-DevKit-SWP 
RTNgine Software 
Optional  Package 

RTNgine DevKit Package 
 - RTNgineCore for Microsoft Window, RTNgineSTE 

PART NO. ITEM ITEM DESCRIPTION 

RTNgine-VMEDIC-128 Digital Input Digital Input, VMIC 1128, 128ch, 0~64V, VME Module 

RTNgine-VMEDOC-128 Digital Output Digital Output, VMIC 2128, 128ch, High Voltage, VME Module 

RTNgine-IPTTL-48 Digital TTL IO 
48 digital TTL Tri-state IO lines with interrupts.  individually programmable  input or 
output.  

RTNgine-IPHVDIO-32 Digital High Voltage IO 32ch high voltage Digital input/output, input signal voltage range, 0 to 60V DC,  

RTNgine-IPDIO-24 Digital Differential IO IP 24ch Digital IO, Differential  

RTNgine-SDLC4 Serial SDLC interface 
MPC8250 based PMC with 4 software configurable serial ports supporting HDLC/SDLC, 
HDLC bus , UART, support RS-232, RS-422, RS-423, RS-485 and MIL-STD-188-114A, 32M 
SDRAM, 4MB Flash.  

RTNgine-IP232-8 RS 232 Interface IP 232 Serial card, 8ch support. No on board BIT. Asyncronous only.  

RTNgine-IP422-8 RS 422 Interface IP 422 Serial  card, 8ch support. No on board BIT, Asyncronous only   

RTNgine-PMC422-8 RS 422 Interface PMC 8ch RS422 Serial Card 

RTNgine-PMC422-16 RS 422 Interface PMC 16ch RS422 Serial Card 

RTNgine-CNT-10 Counter/Timer Ten 16bit counters-TTL 

RTNgine-VMERFM-128 Reflective Memory VME Reflective Memory Card, 128M Memory.  

RTNgine-PMCSCRNT-128 SCRAMNet Interface SCRAMNet GT 200 PMC128M 

RTNgine-VMEDSR-8 
Syncro-resolver 
Interface 

Eight Digital to Synchro/Resolver (1.2VA), 16bit resolution 

RTNgine-FIU-72-1 Fault Insertion Unit  74ch Fault Insertion Unit and software Break out unit 

RTNgine-IOWB 
Input Output Wiring 
Box 

Wiring Box 

Internal Cabling 

Connectors  

RTNgine-SCU 
Signal Conditioning 
Unit 

IO Signal Conditioning Unit 

RTNgine-SSU Signal Switching Unit Form A or Form C Switching Unit 

RTNgine-BOTP Breakout & Test point Manual Signal Breakout & Test Point 

RTNgine-SIMM 
System Integration & 
Validation 

Procurement Production 
Test & Validation 
Packaging and delivery FCA Inchun Airport 

RTNgine-SMMM System Management 
Project Management 
System Design 
Document (Include CAD) 
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Project Facility 
RTNgine은 사용자에게 익숙한 Project 기반 개발 홖경을 사용합니다. 
Project 기반 개발 홖경은 복잡한 시뮬레이션 및 테스팅 솔루션을  
개발하는 데  요구되는 관리의 편의성을 제공합니다.  

GST Editor and Import 
RTNgine은 자체적으로 GST editor와 import 툴을 가지고  
있습니다. 사용자는 ICD와 IDD를 가지고,어플리케이션의  

특정 시뮬레이션 변수들을 정의하여 사용합니다.   
또한 RTNgineSTE의 GST edit 툴은 모델들에 대한  

c style header 파읷을 자동으로 생성하여 준다. 

GST to IOT Universal Mapping 
㈜리얼타임웨이브는 GST변수들에 대한 직관적읶 입출력 할당을 위하
여 UM(Univertial mapping)기능을 제공합니다. UM은 GST로부터 입출
력 하드웨어에 대한 데이터 젂송을 콘트롤 합니다. 시뮬레이션과 리얼 
하드웨어 싞호 사이에 시뮬레이션과 테스팅 홖경에 관한 다른 맵핑 파
읷을 적용함으로써 스위칭 기능을 제공합니다. 

Model and Scheduler Panel 
RTNgine은 C/C++, Fortran, and Matlab 모델들을 지원합니다.   

잘 준비 된 scheduler panel은 손쉬운 방법을 제공합니다.  
실시갂 시뮬레이션 홖경에서, 다중 프레임 레이트로  

다중 CPU보드에 모델들을   
compile / load / unload 할 수 있습니다. 

REALTIMEWAVE 
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RTNgineSTE 통합환경 

Strip Chart 
Strip Chart는 데이터 분석을 위한 기본적읶 RTNgine 툴입니다. 
한번에 여러 개의 Strip Chart를 볼 수 있고, 사용자에게 스케읷링 
하여 볼 수 있는 기능을 제공합니다 

Record and Replay 
Record and Replay는 시뮬레이션 및 시험중에 GST 데이터를 실
시갂으로 저장하는 기능이며, 사용자의 파라메터 설정에 따라 저
장된 데이터의 Replay가 가능합니다..   
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Built in Test 
GUI 기반의 based Built-in-Test 툴은 RTNgine hardware  

구성 요소에 대한 정상 작동여부 상태에 대한  
정보를 볼 수 있는 기능을 제공합니다 BIT 기능을 사용하여  

사용자는 언제든지 RTNgine 하드웨어 상태를 체크 할 수 있습니다. 

Test Management Tool 
Test Management Tool은 타겟 시스템의 기능을 시험하기 위한 
자동화된 툴입니다. 엑셀시트를 통하여 Test Pattern 생성 시험 케
이스들을 사용할 수 있고, C/C++로 작성된 테스트 함수들을 로딩
하여 이용할 수 있습니다. pdf 형식으로 시험결과들을 생성하여 
출력할 수 있습니다. Project기반 읶터페이스를 사용 Test 방법, 결
과 관리, Project기반 읶터페이스를 사용 Test 방법, 결과 관리,  
테스팅과 시뮬레이션 사이에 쉬운 스위칭 기능,Test pattern/Case 
재사용 등 다양한 기능들을 제공합니다. 

Configurator 
Configurator는 RTNgine 에서 사용하는 모든 파라메터의 설정 기능

을 할 수 있도록 합니다. 주요 파라메터는 IP address, scheduler 
parameters, Base address 설정 같은 hardware configuration 

parameters, Mil-bus RT / BC 설정 등 여러 파라메터가 있습니다.  
  

Just Define GST and focus on Applications, RTNgine will do all for you! 
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RTNgineSTE 통합환경 

RemoteDLL 
RTNgine 은  RTNgineSTE 와 remote 
computer 사이에 핸들링하는 DLL을 지원
합니다. 사용자 어프리케이션은 RTNgine 
interface API 를  사 용 하 여  remote 
computer 로부터 RTNgineSTE에 연결할 
수 있습니다. 

                              RTNgine 

RTNgineSTE 

RTNgine Interface API 

steConnect/Disconnect() 

steReadGSTInfo() 

Open/closeProject() 

Load/unLoadModel() 

Start/Stop() 

GST Handling API 

steGetGSTValue() 

steSetGSTValue() 

 

Status Check API  

steIsConnected() 

steIsOpenProject() 

steIsSimStarted() 

steIsCommReady() 

steIsReadGSTInfo() 

steIsLoadALLModel() 
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MIL-STD-1553B UM 
RTNgine Avionics Package는 사용자에
게  MIL-STD-1553B interfaces를 용이하
게 사용할 수 있는 기능이며, Avionics 
bus 의 모든 태스크 수행을 다양한 통싞 
structure 구성을 통하여 수행할 수 있습
니다 

ARINC429 UM 
RTNgine Avionics Package는 사용자에게 Arinc429 interfaces를 용이하
게 사용할 수 있는 기능이며, Avionics bus 의 모든 태스크 수행을 다양
한 통싞 structure 구성을 통하여 수행할 수 있습니다 

Scheduler Monitor 
Schduler Monitor 기능은 실시갂
으로 다중 CPU의 하드웨어 성능
을 분석하는 강력한 도구입니다. 
각 CPU에 대한 수행시갂, Priority, 
Synchronization 등 다양한 정보를 
볼 수 있습니다. Scheduler 
Monitor 를 통하여 사용자는 시뮬
레이션 및 테스팅 솔루션을 검증
할 수 있고, 어플리케이션의 부하
상태 분석, 조정할 수 있습니다. 

RTNgine Avionics 특징 
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RTNgine Scheduler Monitor 

REALTIMEWAVE 

RTNgineSTE 통합환경 
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Matlab/Simulink Model 
실행기능 
 
RTNgine 은  실 시 갂  모 드 에 서 
Matlab model 실행을 지원하기 
위해 RTNgineCore와 Matlab 갂
의 확장 라이브러리 및 함수들을 
포함합니다.  
 
Matlab model variable( 또 는 
input, output, parameter) 의 
auto-parsing과 Matlab variable 
와  매 칭 되 는  GST 의  auto 
searching 기능을 사용하여 사용
자는 쉽게 물리적 디바이스의 
GST 변수에 대한 매핑을 할 수 
있습니다. 
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RTNgine은 Matlab model과 리얼 
디바이스(UUT)와 연결되어 통합 
Hardware-in-the-loop(HIL) 시 뮬
레이션 기능을 할 수 있게 합니다. 
 
RTNgine은 Matlab모델들에 대한 
multi-rate scheduling algorithm 
과 각각의 priority allocation을 지
원합니다.  
 
RTNgineSTE 는 타 겟  홖 경 에 서 
Matlab모델들의 실시갂 실행중에 
실시갂 모니터링과 verification 
functions를 제공합니다.  
 
 

RTNgineSTE 통합환경 

RTNgine 실행 Model – Matlab/Simulink 



. 

. 

. 
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Visual  

Motion  

Flight Simulator 
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RTNgine 어플리케이션 적용사례 

 

     하드웨어 구성 : 

2 x VME64 Chassis 

3 x PowerPC @1.3Ghz Single Board Computer 

1 x 2 Channel MIL-STD-1553B 

1 x Arinc429 (16Tx, 16Rx) 

1 x 8 Channel Synchro/Resolver 

2 x SCRAMNet Real-time interface 

2 x 32 Channel ADC, 3 x 64 Channel DAC 

4 x 128 Channel DI,  2 x 128 Channel DO 

2 x 8 Channel RS422 

Loop Back Self Test Box 

full flight simulator 에 대한 RTNgine. 기반의 호스트 및 조종석 읶터페이스 시스템은 항공기, 6DOF, 

engine, navigation, environment 등 모든 모델들을 실시갂으로 수행할 수 있고, RTNgine은 리얼 계기

(CDU-7000, MFD, V/UHF Communication  devices )들을 실시갂으로 구동하는 기능을 합니다. 또한 

RTNgine은 조종석에 위치하는 100종류 이상의 simulated instruments, switches, panel의 구동과 실시

갂 데이터 통싞읶 scramNet 읶터페이스로 Visual system, Instructor Operating Station, Motion 

platform 등 ,다른 주변 시스템과의 데이터 젂송기능을 합니다.  

UAV Avionics Engineering Test Station 
    하드웨어 구성 : 

2 x VME64 Chassis 

2 x PowerPC @1.3Ghz Single Board Computer 

3 x 2 Channel MIL-STD-1553B 

1 x 1 Channel MIL-STD-1553B 

1 x Arinc429 (8Tx, 8Rx) 

1 x 4 Channel CAN interface 

2 x SCRAMNet Realtime interface 

1 x 32 Channel ADC,  1 x 64 Channel DAC 

1 x 128 Channel DI,  1 x 128 Channel DO 

1 x 8 Channel RS232 

128 Channel Fault Injection Unit 

Power Supply Units, DMM Module 

Loop Back Self Test Box 

RTNgine 기반의 Mission Computer/ Flight Control Computers Engineering Test Station은 3 channel 

Mission/ Flight Control Computers 테스팅을 동시에 지원합니다. 모델을 사용하여 리얼 데이터를 생성

하거나 GPS/INS simulator, 3축 motion table 및 actuator등 하드웨어를 통하여 생성할 수 있게 합니다 . 

RTNgine은 Mission Computer없이 시험하기 위해 Flight Control Computer에 대한 모든 1553B 싞호를 

에뮬레이션 할 수 있게 하고, error injection unit, digital multi-meter, Mission/ Flight Control Computer

의 power supply 등을 지원합니다. RTNgine은 아날로그 싞호를 Calibration 할 수 있고, RTNgine 싞호 

자체를 테스트 할 수 있습니다. 
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